USB3.0 HDMI video acquisition card 


Instruction Manual 


OBS software download address:http:// 
obsproject.com/ 

Step 1: Open OBS software, click" in the" 
Source “category, and create a new video ©35 Sct 


source. 


step 3: Create a new name Click OK, 


step 5: Set capture resolution, audio output, 


After setting up, click start recording, 


DATAACQUISITION CARD SPECIFICATION: 


HDMI input 4K@60Hz, USB acquisition 1080P@60Hz/720P 

optional (recommended input 720P) which supports 4K60Hz4:4:4RGB, 
4K60HzZ4:4:4YUV, 4K60Hz4:2:2YUV, 

does not support 4K60Hz4:2:0 input. 


HDMI input 4K@30Hz USB acquisition 1080P@30Hz 


HDMI input 1080P 60Hz, USB acquisition 1080P 60/720P 
optional (recommended input ) 


HDMI input 1080i, USB acquisition 960 * 540P 

HDMI input 1280 * 720P, USB acquisition 128C * 720P 

HDMI input 480P 60Hz, USB acquisition 480P 60P 

HDMI INPUT 576P 50Hz, USB acquisition 576P 50Hz 

HDMI INPUT support standard CEA mode, USB acquisition port 

support USB2.0 high-speed mode 480M, can connect computer USB2.0, 


USB3.0 interface general 
HDMI Signal Input Support HDMI 2.04k 60Hz4:4:4, the highest 


HDMI 2.04K 60H2z4:4:4, support OBS, VLC, wait. 
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RE RMIBERE : 


HDMI4#j A4K @60Hz, USB 384E1080P @60Hz /720P 
Bi ( HEFSEAIAT20P ) HH SH4KG6OHZz 4: 4:4 RGB, 


4AK60HZz 4:4:4 YUV, 4K60Hz 4:2:2Y UV, 

AR SZFFAKEOHZ 4:2:04587 A 

HDMI4fj A4K @30Hz, USB3X4E1080P @30Hz 
HDMI4@i A 1080P 60Hz, USB3K4E 1080P 60/ 720P 
BY ( HEI ) 

HDMI4#i 010801, USB3X42960*540P 

HDMI4#i 1 280*720P, USB 38821280*720P 
HDMI4#i A480P 60Hz,U SBSRSEXt HZ 480P 6OHz, 
HDMI4#i A5S76P 50Hz, USB3RS2576P 50Hz 


HDMI46i ASatStavECEAxt , USBSR SR 3zd$ USB2.0 
Ta RHR=C480 M A) BAUSB2.0, USB3.0#20iB 8 


HDMI {§3493.\324HDMI 2.0 4K 6OHz 4:4:4, RY 
SZF$HDMI 2.0 4K 6GOHZ 4:4:4 FOBS, VLC 


